
Enviroboard® MR is a bright white, printable on both sides, 
dimensionally stable, rigid FSC®-certified board material 
designed for indoor and short-term outdoor point-of-
purchase and signage applications.

Enviroboard® MR is a FSC®-certified composite that 
incorporates 10% PCW* to achieve maximum sustainability 
without sacrificing the print quality or surface characteristics 
required for critical P.O.P. applications. The engineered 
composite media is also designed to provide high impact 
and crush resistance into a fully recyclable alternative to 
foam or corrugated plastic boards.

Enviroboard® MR has even achieved independent certification 
of recyclability through the North Carolina State University 
Department of Wood and Paper Science. 

Enviroboard® MR is a fully recyclable product for maximum 
sustainability.

* Post-consumer waste fiber.

FSC®-Certified

100% Recyclable

Moisture-Resistant

Enviroboard® MR
[rigid media]

Enviroboard® MR [rigid media]
EnviroScape™ Mural Plus!  [wall & window scaping material]
GreenLight™ Plus!  [backlit signage]

conVerd is your green resource for 
100% sustainable products like these:
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Enviroboard® MR

conVerd LLC 
15 Benton Drive  
East Longmeadow, MA  01028

www.conVerd.com 

Toll free:	 888-977-5050 
Free fax:	 888-770-5060 
Phone:	 413-525-5050 
Fax:	 413-525-5060 
e-mail:	 contact@conVerd.com

Proudly printed on Finch Fine iD, Ultra Smooth, Bright White, 100 lb. cover.

Product Information

Available Sizes*
Standard Sheet Size	 Maximum Sheet Size

48” x 96” (1.22m x 2.44m)	 96” x 144”

Printer Platform Compatibility
UV screen, UV flatbed digital, Latex

Applications
• Hanging Signage	 • Standees	 • Window Signage	 
• Indoor POP	 • End Caps	 • Trade Show Displays 
• Menu Boards	 • Table Tops	 • Informational Signage 
• Isle Markers	 • Danglers

Installation
Easy to cut: Customize shapes with no crushed corners.
Easy to install: Use with grommets and frames, with an easel, double-face tape, Velcro and suction cups.

Thickness	 Basis Weight (lb./MSF)	 Flexural Rigidity (In./lb.)	 Edge Crush (In./lb.)	 Brightness

3.0 mm - 1/8”	 180	 49 MD / 36 CD	 170+	 97+

3.5 mm - 5/32”	 235	 65 MD / 44 CD	 190+	 97+	

4.7 mm - 3/16”	 250	 67 MD / 47 CD	 200+	 97+

6.0 mm - 1/4”	 280	 75 MD / 55 CD	 200+	 97+ 

12.0 mm - 1/2”	 under development

* Custom sizes subject to minimum run quantities.

Defining green...

Renew. Reuse. Sustain.

Package Put Up
25 sheets/carton; 50-100 sheets/carton; 125/250 sheets/bulk pack
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